IDC SOCKET CONNECTORS, .100” SPACING

CENTURY INTERCONNECT PRODUCTS

FEATURES
e |

* 0.100"x0.100" socket conforms to
MIL-C-83503/7 C specifications.

* Single beam contact areas are
covered with selective gold plating.

* Optional strain relief and center
polarization.

* Preassembled body and cover.

e Available in 10, 14, 16, 20, 24, 26, 30,
34, 40, 50, 60 and 64 contacts.

m UL FILE NUMBER: E164331

SPECIFICATIONS
I —

(800) 221-3576

203-924-1779

Fax: 203-924-1797

ORDERING INFORMATION IS
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Series
CiF ... L.D.C. socket connectors

5 ... Strain Relief
N ... Without strain relief

ELECTRICAL: 2 ... Number of Contacts P ... Plastic strain relief
Ex. 50 ... 50 Contacts 6 ... Center Polarization Codes

* Current Rating 3 ... Color Code 0. .. Without center polarization

tiAump 1... Black 1 ... With center polarization
« Dielectric Withstanding Voltage 4 ... Contact Finish ‘Con_sult factory for optional plastic

AC 500 V min. for 1 minguge “ 0 ... Gold flash over 50u" nickel housing colors.

2 ... 30" Gold over 50x" nickel

¢ Insulation Resistance

1000 MQ min. at 500 V DC

B 0.237"

* Contact Resistance

20 mQ? max. mated
¢ Operating Temperature “r/ H“‘—_

-55° Cto +105° C I 1 M

. 0554 0.640°

MECHANICAL: ] LR
e Insulator Material '

Glass filled PBT resin, 7 o [Q“

UL 94V-0 / = i
« Contact Material ot of 10 S 14 Pomons - 035

Phosphor bronze A '

* Optional Center - 0.100° Typ.
* Contact Finish Polarzation—y
| ickel

Gold over nicke! _ﬂ»@ﬁ@@@@@@ = i
¢ |.D.C. Terminal Finish HEEDEHEDEE Sy —

Tin-lead over nickel

- Part Number of A B Part Number of A B

» Mating Force Numbers | Contacts Numbers | Contacts

8.0 Oz. per contact max. CiF-10 10 400 683 CiF - 30 a0 1.400 1683
¢ Unmating Force CIF-14 14 500 883 CiF-34 34 1600 1883

1.5 Oz. per contact min. CIF-16 16 700 983 CIF-40 40 1800 2.183
« Wiso I CIF-20 20 900 1.183 CIF-50 50 2.400 2683

28 :WGz:lranded 050" center o a: i o oy had 2900 a183

ribbon cable CIF-26 26 1.200 1.489 CIF - 84 84 3100 3383




