BOX HEADER, .100” SPACING

CENTURY INTERCONNECT PRODUCTS

FEATURES
I

* Four wall box construction

e | ow profile

* Maximum connection density
* Maximum pin protection

SPECIFICATIONS

Current Rating: 5 A
Insulation Resistance: 1000MQ min. at 500V DC

Dielectric Withstanding Voltage: AC 1000V min.
for 1 minute

Insulator Material: Thermoplastic polyester,
ULO4V-0

Contact Resistance: 20mQ max. mated
Operating Temperature: -55° C to +105°C

Insulator Material: P.T.B. & glass-fiber reinforced
UL 94V-0

Contact Material: Brass, gold over nickel

N UL FILE NUMBER: E164331
®

No. of Contacts A B Cc
10 8OO .700 400
14 1.000 900 800
16 1.100 1.000 700
20 1300 1.200 900
26 1600 1.500 1.200
30 1.800 1.700 1.400
34 2,000 1900 1600
40 2300 2.200 1900
50 2.800 2.700 2400
60 3300 3.200 2900
64 3500 3400 3100

(800) 221-3576  203-924-1779  Fax: 203-924-1797
ORDERING INFORMATION
- ]

1...Series
C1H Box Header

2...Pin Configuration
S...Straight for .062 PCB
R...Right angle for .062 PCB
3...Number of Pins
10, 14, 18, 20, 286, 30, 34, 36, 40, 50, 60, 64
4...Color Code
1...Black
5...Plating Options
Blank...gold flash
15...15." selective gold
30...30." selective gold
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