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MATERIAL AND FINISH

Insulator: Nylon, color black, UL-94V-0 rated

Cap & knurled ring: Glass filled Nylon,
color black, UL-94-HB rated

Contact: Brass, Tin plated

Spring: Stainless Steel

End plate: S.R.B.F

ENVIRONMENTAL
Operating temperature: -30°C to +70°C
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MATERIAL AND FINISH

Insulator: Glass filled Nylon, black, UL-94-HB rated

Contacts: Clean Nickel Silver

ENVIRONMENTAL

Operating temperature: -30°C TO +70°C

NOTES:
Dual connections. P.C. spills & (P.C.
spills may be removed if required)

59.1
— T |_| ]
34.0 302 b] @ | +@ D]j
/
vy —
/ =
2X @3.80 THRU/ 31.80
@7.5x90° CSK
0.50 TYP.————
32.3 25.2
— —
S - O —
55.60

55.60

5

2X @3.80J
2X 31.60

RECOMMENDED
PCB MOUNT

2X2.80
2X 1.6x3.0

ol

2X1.00—

1.6

TOLERANCE =
UNLESS OTHERWISE SPECIFIED Powel“ Dvnamlcs, |nc.
X & 1 Phone: 973 560-0019  Whippany, New Jersey Fax: 973 560-0076
oo o PART: 1 CELL C (R14) BATTERY HOLDER, PCB/
BASEBOARD MOUNT, SOLDER TERMINALS
DRAWN 1D oaTE.  04/13/99 B36 SHEET
OHECK pp) |oxre, O4i4ig9  |PART# 10of1
APPR size: A ALL DIMENSIONS FOR REFERENCE ONLY A
BY SS paTe: 04/14/99 SCALE: DIMENSIONS ARE IN MILLIMETERS REV:



