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MATERIAL AND FINISH
Insulator: Nylon 66, black, UL-94V-1 rated
Contacts: Brass, Tin plated
ELECTRICAL SPECIFICATIONS: 26.0
Current rating: 10 A 3X 0.80—>|
Voltage rating: 250 VAC é r_ 27 5+0.2
Current rating: 15 A ’J_‘ Jl ~—2/. —
Voltage rating: 250 VAC "=
Insulation resistance: 100 Mohm min. at L
500 VDC 20.0 A+ 2
Dielectric withstanding voltage: 2000 VAC ' 3.00
for one minute I I { ‘
Operating Temperature: 70°C 1
—27.210.2—
ORDERING CODE: 1.040.2 RECOMMENDED
PD-42R02-__ 1 ~—31.0£0.2— PANEL CUTOUT
1
1) TERMINAL OPTIONS
1=.187(4.8) e
2 = 250(6.35) 3X 2 ?.0010.05 /3.2X2.6 TYP.
\| I
NOTES: / i N 0.5 S | 13_2
Recommended panel thickness 3X 40201 IE IE 4.00 16.0+" 24.0+0.2
0.8mm max. to 3.5mm max. — 1 ‘ L o
} - ) ]
14.0+0.2 SEE OPTION 1-
~—24.0*0-5
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