


PC113PC113

COIL DATA

Coil Voltage
Resistance
ohms

Must Operate
Voltage Max.

Must Release
Voltage Min.

Voltage
Type

DC

AC

Coil
Power

6
12
24
48
110

6
12
24
48

40
160
650
2560

13444

11.5
46.0
184
735
4550

14400

0.9 W

1.2 VA

4.8
9.6

19.2
38.4
88.0

38.4
96.0

176.0

0.6
1.2
2.4
4.8

3.6
7.2

36.0
66.0
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9.6
19.2

11.0

+ 10%
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220 / 240
120

4.8 1.8

14.4

DC

AC

24
48
110
220

6
12
24
48

410
1700
8500
34571
6.70
24.0
100
410

2450
8600

1.4 W

2.0 VA

9.6
19.2
38.4
88.0

38.4
96.0
176.0

1.2
2.4
4.8

3.6
7.2

36.0
66.0

9.6
19.2

11.0

220 / 240
120

12 107

4.8 1.8

14.4

DC

AC

6
12
24
48
110

6
12
24
48

25
100
350
1600
6900

5.0
20
78

320
2200
6700

1.5 W

2.5 VA

4.8
9.6

19.2
38.4
88.0

38.4
96.0
176.0

0.6
1.2
2.4
4.8

3.6
7.2

36.0
66.0

9.6
19.2

11.0

220 / 240
120

4.8 1.8

14.4

1 and 2 Pole

3 Pole

4 Pole

220 53778 176.0 22.0

176.0 22.0

220 32267 176.0 22.0

4.8 0.66 25.7
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Tolerances + .010 unless otherwise noted
Notes:

1 2

3 4

5 6

7 8

1 2 3

4 5 6

7 8 9

10 11

1 2 3 4

5 6 7 8

9 10 11 12

13 14

(21.5)
.846

(35.0)
1.38

(6.5)
.256

(21.5)
.846

(35.0)
1.38

(6.5)
.256

(43.0)
1.693

(38.0)
1.496

(28.0)
1.102

(43.0)
1.693

(38.0)
1.496

(28.0)
1.102

(43.0)
1.693

(38.0)
1.496

(28.0)
1.102

(41.0)
1.62

(28.0)
1.102

(3.5)
.138 Typ.

(31.5)
1.24

(21.5)
.846

(7.15)
.281

(6.0)
.236

(4.6)
.181

(10)
.39

(14.2)
.56

(10)
.39

(10)
.39

(10)
.39

(10)
.39

(10)
.39

Wiring Diagram 1 Pole

1 2

3 4
5 6

7 8

Wiring Diagram 2 Pole

1 2

3 4

5 6

7 8

Wiring Diagram 3 Pole

1 3

4 6

7 9

10 11

2

5

8

Wiring Diagram 4 Pole

1 3

5 7

9 11

13 14

2

6

10

4

8

12

(4.75)
.187


