121 (31.0)

1.34 3G4.D

Max. Rating: 10A 250Vac
Contact Resistance:

Insulation Resistance:

(1.5)x(3.0)L

0.11(2.8)
15 4.0 o] |-—=—
¢ (27.0) 3
.08 (2.0) —m| |—
—m| .69(17.5) |w—
I+
C M
—
T

>

1.5

A.C. Breakdown: Pole—Pole 5.5kV. Poles—Panel 4.0kV.

Operating Temperature: _

Max. Pin Temperature: + 65
Materials:
Contacts:

40
¢

°¢c to 70

(0]

NOTE: DUAL FUSEHOLDER, ONE ACTIVE, ONE SPARE

FUSES NOT INCLUDED

C

Nylon, Flammability Rating UL 94 V-0
Brass, Pins nickel plated, Tags tin plated,

— RECOMMENDED SIZE: 5 X 20mm

Revision

Rev.

Description

Date Approved

l-=— Panel Thickness

<10 m OHM 9<15 OHM Including Fuseholder
>103 M _OHM

1.07 (27.3)
|

Min
——

1.23 (31.12 ) Min

Panel Cutout

Distributed by Electro-Stock, Inc. sales@electrostock.com
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Qualtek Electronics Corp.

range | orenee PPC_DIVISION
(mm) | (mm) 5 Number: 723 —15,28
0-1 0.15 Description:
1-6 0.20 SNAP—IN INLET WITH FUSEHOLDER
6-18 | 0.30
18-50 | 0.50
50—-120 | 0.70 Drawn/Date | Checked/Date | Approved/Date
120-=50 ] 0.90 S.Tsai 05-04-01 JJH/05-04-01
250-500| 1.20 05-04-01
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