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1. MECHANICAL DIMENSIONS
SUGGESTED MOUNTING CUTOUT 3. ELECTRICAL CHARACTERISTICS :

3—1. VOLTAGE RATING.......cccvvvemerierereceenereenennas 115/250V
A )
2.6£0,003 3—2. CURRENT RATING
A, AT 115VAC.eouierieereerenrerireereereresenenns 6 A RMS MAX.
_ r = B. AT 250VAC....ccesevurrireeresreseeseseesansenens 6 A RMS MAX.
m ) S 3—3. OPERATING FREQUENCY...........coccevverernnne.. 50—60Hz
& 3—4. LEAKAGE CURRENT : EACH LINE TO GROUND
= A. AT 115VAC B0HZ c.oovevvenrneeneeeeeeereneeerenenens mA MAX.
R0.04 Max~ B. AT 250VAC 50HZ .....ceevererreneererereeneneerenrenss mA MAX.
3-5. HIPOT RATING (FOR ONE MINUTE)
— A~ A. LINE TO GROUND ....ceeverirererenreniereneerennen. 2000 VAC
_ d : . UNIT : INCH B. LINE TO LINE .coovvverrrverrereerneersseesnsssessnnnnns 2000 VAC
Eﬂ A o V A = 265
B = 115
o LABEL _ c - 8l
m = mmmw 3-6. MINIMUM INSULATION RESISTANCE : @ 500 VDC
r@Ll= " glq F = 043 A. LINE & NEUTRAL TO GROUND.....c...ccovueee. 100 M OHM.
i T 3 G = 1059 MAX, B. LINE TO NEUTRAL ...cceeverrruereererernirereerennens 100 M OHM.
. c H = 161
3—7. AMBIENT TEMPERATURE .......cceecevuereruernerenens 25°C
. ELECTRICAL SCHEMATIC : 3-8. OPERATING TEMPERATURE...................... -25°C TO +85°C
F SW
te N\ o—0 o 03
! 0 pim  Irolerance] QUaltek Electronics Corp.
E D range +/— PPC DIVISION
20 ©4 (mm) (mm) Part Number:
50— 06 762-18/002
0-1 0.15 Description:
16 020 MULTI-FUNCTION MODULE
6-18 | 0.30
18-50 | 0.50
50-120 | 0.70 Drawn/Date | Checked/Date | Approved/Date
120—250] 0.90 B. ZHANG BAC 05-31-00| JJH/05-31-00
250-500 | 1.20 05—31—-00



Dennis
Text Box
Distributed by Electro-Stock, Inc.   sales@electrostock.com
630-682-1542  Fax 630-682-1562 http://www.electrostock.com




