Part Number: 701W-X2/02

Description: AC RECEPTACLE

Notes:

Material:
- Housing: THERMOPLASTIC
- Terminal: COPPER ALLOY

Rating:
- UL, CSA: 15A 250V AC
- VDE: 10A 250V AC

Insulation Resistance: OVER 100M OHM 500V DC

Dielectric Resistance: 2000V AC ONE MINUTE

Distributed by Electro-Stock, Inc. sales@electrostock.com 630-682-1542 Fax 630-682-1562 http://www.electrostock.com

Terminal Set COPPER ALLOY Tin-Plated

Housing SNAP-IN TYPE

Panel Cutout Thickness for Plastic Panel 0.8mm~1.5mm

Panel Cutout Thickness for Steel Panel 0.8mm~2.0mm

Controlled

QUALTEK ELECTRONICS CORP.

PPC DIVISION

RoHS Compliant

Part Number: 701W-X2/02

Description: AC RECEPTACLE

Unit: mm

<table>
<thead>
<tr>
<th>Dim range (mm)</th>
<th>Tolerance +/- (mm)</th>
<th>Drawn / Date</th>
<th>Checked / Date</th>
<th>Approved / Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>0-1</td>
<td>0.15</td>
<td>B.Zhang</td>
<td>10-25-04</td>
<td></td>
</tr>
<tr>
<td>1-6</td>
<td>0.20</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>6-18</td>
<td>0.30</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>18-50</td>
<td>0.50</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>50-120</td>
<td>0.70</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>120-250</td>
<td>0.90</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>250-500</td>
<td>1.20</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

RoHS Compliant